SURFACE SOLUTIONS
THERMALLY FUSED LAMINATES
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TEXAS WOODEN
SOLUTIONS CORP

We are proud to infroduce you to our
Melaminetex Thermally Fused Laminates,
which are the result of years of experience
in the industry, committed to offer
excellent quality products, along with
integral  top notch service to our

customers.



A
Acpa ESC

MEMBERSHIP CERTIFIED




XA

MELAMINETEX
DECORATIVE BOARD

Our company is dedicated to
manufacture Thermally Fused
Laminates (TFL)., with a wide range of
colors, texture and designs with MDF

and Particle Boards cores.

Our portfolio characterized by the
frends of consumer preferences that
gives industrial users the quality and
flexibility of design, seeking fo fimely
satisfy the most demanding tastes of

the market.

Our organization is customer oriented,
we always seek to satisfy, ensuring that
the products we supply have the
highest level of performance and

consistency in quality.

“Our facility is located in the heart of Texas

and now you can find us in Arizona”
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TOP NOTCH CUSTOMER SERVICE

SURFACE SOLUTIONS

WE ARE LOCATED IN THE HEART OF TEXAS AND KNOW
YOU CAN FIND US IN ARIZONA

QUALITY AND VERSATILITY

We have access to the designs of the most relevant TFL paper producers in North America
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Our solid color line is
designed to create
environments according to
the latest market trends. Our
textures can be applied to
our entire traditional line,
obtaining a wide variety of
TFL models.

TECHNICAL
SPECIFICATIONS:

ULEF/NAF SUBSTRATE AVAILABLE.

TEXTURED/ EIR:
Carved Vein.
Natural Vein.
Suede.

TWO SIDED.

SUBSTRATES OFFERED:
MDF, PB.

BOARD DIMENSIONS:
49"x 97"

THICKNESS FROM:
Vatol1/8”

ALMOND LIGHT

WHITE TEX
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SOFT GREY
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BLACK TEX
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Our woodgrain color line is
designed to create
environments according to
the latest market trends. Our
textures can be applied to
our entire traditional line,
obtaining a wide variety of

TFL models.

TECHNICAL
SPECIFICATIONS:

ULEF/NAF SUBSTRATE AVAILABLE.

TEXTURED/ EIR:
Carved Vein.
Natural Vein.
Suede.

TWO SIDED.

SUBSTRATES OFFERED:
MDF, PB.

BOARD DIMENSIONS:
49"x 97"

THICKNESS FROM:
Vatol1/8”

SOLID MAPLE

SILVER WISP
33

6106

SWEET MAPLE

31
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ARIZONA IS ANEW MEETING POINT

—

Today's Thermally Fused Laminates (TFL) gives industrial users the consistent quality and design flexibility needed for fast and efficient
production lines as well as quality consumer products. Thermally Fused Laminates (TFL) panels are manufactured in a variety of
dimensions and with a wide range of physical properties that provides maximum design flexibility for specifiers and end users.

BENEFITS OF THERMALLY FUSED LAMINATES (TFL)

Thermally Fused Laminates (TFL) has excellent machining characteristics, which is important when post-forming high pressure laminate
countertops. Thermally Fused Laminates (TFL) is used extensively in residential kitchens, playing a role in cabinets, shelving, countertops
and floor underlayment.






